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The focus of our business is to provide products that will enhance the working life 
and reduce maintenance of equipment, machinery and associated infrastructure.

NYLON NYLATRON 703XL
Nylon Product Description 
Nylatron 703XL is a new internally 
lubricated cast nylon for special area 
application. Zero stick / slip is its 
differentiating feature. 
 
Why is "Zero Slip-Stick" Better?  
Units equipped with Nylatron 703XL can 
accurately display smaller movements 
made possible by today's sophisticated 
control devices. static and dynamic 
coefficients of friction that approximate 
each other at virtually every point over the 
Nylon Roduct's useful range, make this 
possible. 
 
Key Features and Bene�ts:  
�No "Slip-Stick" for precise efficient  
 control 
�Excellent mechanical strength to  
 withstand 
�high loads 
�Very abrasion resistant 
�Good thermal resistance 
�Good dimensional stability  

Nylon Plastics Applications 
Wear pads; bearing blocks; wear guides; 
linear bearings and bushes; any load-
bearing slide application especially in start 
/ stop functions.  

Nylon Delivery Program 
(Deep Purple)  

Nylon Sheet Form Only 
(Available on request) 

 

Nylon Physical Properties

Speci�c Gravity  
Units g/cm3

1.11

Tensile Strength  
Units MPa 

66

Hardness  
Units Rockwell 

110

Co-e�cient of Thermal 
Expansion 
Units mm/(mmxK) x 10-6 
avg value 23-60°C 

49

Surface Resistivity 
Units Ohms 

1x1012

Flammability  
UL94  

HB


