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The focus of our business is to provide products that will enhance the working life 
and reduce maintenance of equipment, machinery and associated infrastructure.

POLYCARBONATE SAFEGAURD GP
Polycarbonate Product 
Description  
Safeguard PC - Premium Quality 
Polycarbonate rod, sheet and tube, is an 
engineering SEE THROUGH material. Tough, 
easy to handle and easily fabricated to almost 
any shape, SAFEGUARD PC is unique for its 
impact resistance and shock load resistance. 
Safeguard PC is light weight and well proven 
in situations that require a UV stabilized SEE 
THROUGH product in Precision Engineering, 
Architectural Glazing, Process Machine 
Guarding and General Manufacturing and 
Industrial Applications.  

Polycarbonate Plastics 
Applications  
• Safety  
Safety barriers. Machine Guards & Machine 
enclosures 
• Viewing Panels  
Noise control enclosures, Switchgear cabinets, 
Scientific instrumentation, Forklifts, Duct 
worksight panels. Earth moving machines. 
• Glazing  
Bus shelters, Sports stadiums. Vandal 
protection, Signage. 
• Machined Parts  
Precision engineering components, Insulating 
ports for Electrical engineering. Level 
indicators. Medical & Pharmaceutical devices. 
Components in contact with food.  

Polycarbonate Delivery 
Program  

 

Polcarbonate Sheet  
Thickness: 1 - 12 mm 
Sizes: 2440 x 1200, 2440 x 1830 mm 
Sizes: 2000 x 1000, 3300 x 1320 mm  

 Polycarbonate Rod  
Outside Diameter: 6 - 200 mm 

 

Polycarbonate Tube  
Outside Diameter: 6 - 100 mm 
Wall thickness at 1.5 mm  

 Machined Polycarbonate Parts  
 

Polycarbonate Physical 
Properties  

Speci�c Gravity  
Units g/cm3 

1.2 

Continuous Operating 
Temperature  
Unit °C - 5,000Hrs / 
20,000Hrs 

125/115 

Tensile Strength  
Units MPa 

65 

Impact Resistance  
Units Charpy KJ/m2 

20 

Impact Resistance  
Units Izod KJ/m2 

9 

Hardness  
Units Rockwell M  

75 

Co - e�cient of Thermal 
Expansion  
Units mm/(mmxK) x 10-6 
avg value 23-60°C 

65 

Dielectric Strength  
Units KV/mm 

28 

Surface Resistivity  
Units Ohms 

1x1018 

Flammability  
Oxygen Index % 

26 

Flammability  
UL94  

V2 

Light Transmittance  
Units ASTN D 1003 (%) 

89 

    

 
 


