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The focus of our business is to provide products that will enhance the working life 
and reduce maintenance of equipment, machinery and associated infrastructure.

POLYETHYLENE PE POLYSTONE FENDER

 

PE Product Description 
Polystone Fender Grade, is a unique 
low-friction Ultra High Molecular Weight 
Polyethylene (UHMWPE) with a 
molecular weight of more than 4.5 
million.  

PE Plastics Applications 
HARBOUR CONSTRUCTION  
�Individual profiles on quay walls 
�Wear Pads to cover wood and rubber 
 
TRUCK DOCKS  
�Fenders for dock plate protection  

DREDGES  
�Slide wall fenders to protect dredge from   
barges. 

BOATS  
�Rubbing Strips 
�Low friction bushings 

PILINGS  
�Fenders 
�Wear plates and slides 

FLOATING DOCKS  
�Wear Plates where dock meets pillage 
�Bushings for pivots 
�Fenders 
�Slide 

PE Physical Properties

Speci�c Gravity  
Units g/cm3

0.94

Minimum/Maximum 
Service  
Temperature in Air  
Unit °C 

-20
+70 

Hardness  
Units Shore D 

63

Co-e�cient of Thermal 
Expansion 
Units mm/(mmxK) x 10-6 

200

Relative Abrasion Loss 
by Sand Slurry 
Compared to Polystone 
7000=90 

95


