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The focus of our business is to provide products that will enhance the working life 
and reduce maintenance of equipment, machinery and associated infrastructure.

POLYETHYLENE PE POLYSTONE M-FLAMETEC

 

PE Product Description 
The first flame retardant and anti static 
UHMWPE that has the following 
specialties:  
� Halogen free  
� Antimony free  
� No strong smoke emission  
� Non-toxic smokes/gases  
� Technical properties of UHMWPE are 

not reduced  

Key Features and Bene�ts 
� Impact Strength - it is virtually 

unbreakable  
� Light weight - easy to handle without 

special equipment  
� Weatherproof - it doesn't absorb water  
� Chemical resistance - resists corrosive 

chemicals (Sulphuric Acid, Caustic 
Soda)  

� Abrasion resistance - rated better than 
Carbon Steel for sliding abrasion 
applications  

� Low coefficient of friction - it does not 
require lubrication  

� Fire Rating - achieved UL94 class V0  

PE Plastics Applications 
� Underground Mining  
� Scraper Blades  
� Hopper Liners  
� Liner Beds  
� Wear Profiles  
� Impact Slider Bars  
� Chain Guides  

PE Delivery Program 

 

PE Sheet  
Thickness: 12 - 160 mm 
Sizes: 2000 x 1000  3000 x 1000 
3000 x 2000  6000 x 1000  

 
PE Extruded Pro�le  

Machined PE Parts  

PE Physical 
Properties  

Speci�c Gravity  
Units g/cm3

0.98

Minimum/Maximum 
Service  
Temperature in Air  
Unit °C 

-
200/90

Tensile Strength Yield
Units MPa 

>18

Tensile Strength 
Break  
Units MPa 

>18

Co-e�cient of 
Thermal Expansion 
Units mm/(mmxK) x 10-6

200

Surface Resistivity 
Units Ohms 

<1x106

Flammability  
Oxygen Index % 

>28

UL94 0V 


