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The focus of our business is to provide products that will enhance the working life 
and reduce maintenance of equipment, machinery and associated infrastructure.

POLYPROPYLENE POLYSTONE PPH
PPH Product Description  
Polystone PP(H) a polyolefin which is much 
stiffer and harder with high heat resistance and 
excellent chemical resistance at elevated 
temperatures. used extensively in the chemical 
process industry. 
 
Key Features and Bene�t s:  
• Mechanical Strength - a hard, stiff 
• readily workable material. 
• Impact resistance - robust and tough 
• Moisture resistance - excellent food 
• and chemical applications 
• Weldable - suitable for fabrication.  

PPH Plastics Applications  
• Pipe flanges 
• Tanks - Chemical Storage 
• Electroplating Barrels 
• Fume Cupboards  

PPH Delivery Program  
(beige, grey)   

 

PPH Sheet  
Thickness: 1 - 100 mm 
Sizes: 2000 x 1000, 3000 x 1500 mm  

 

PPH Rod  
Outside Diameter: 10 - 300 mm  

 

 
Machined PPH Parts  

 

PPH Physic al Properties  

Speci�c Gravity  
Units g/cm3 

0.9 

Minimum / Maximum 
Service Temperature in Air  
Unit °C 

-
10/130 

Tensile Strength Yield   
Units MPa 

26 

Impact Resistance  
Units DIN 53505 Notched 
Impact Strength MJ/mm2 

10 

Hardness  
Units Shore D 

72 

Co - e�cie nt of Thermal 
Expansion  
Units mm/(mmxK) x 10-6 

200 

Dielectric Strength  
Units KV/mm 

50 

Surface Resistivity  
Units Ohms 

1x1016 

 
 


