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The focus of our business is to provide products that will enhance the working life 
and reduce maintenance of equipment, machinery and associated infrastructure.

POLYSULPHONE PSU 1000
Product Description  
PSU 1000 stock shapes are produced from non 
UV-stabilised polysulphone resin. It offers very 
good radiation stability, low ionic impurity levels 
and good chemical and hydrolysis resistance. 
Compared to PEI 1000, PSU 1000 has a lower 
property profile and often replaces 
polycarbonate when higher temperature 
resistance, improved chemical resistance or 
autoclavability are required. 

Plastics Applications  
• Electrical industries  
• Coil bobbins, insulating bushings, 
   housings... 
• Proc ess equipment  
• Milking machines, pumps, valves, 
• filtration plates, heat exchangers...  
• Food processing / Medical industries  
• Components subjected to repeated 
• cleaning and sterilisation 

Delivery Program  
(yellow, translucent)   

 

Sheet  
Thickness: 10 - 50 mm 
Sizes: 1000 x 300, 3000 x 300 mm  

 

Rod  
Outside Diameter: 10 - 100 mm 

 Machined Parts  
 

Physical Properties  
Speci�c Gravity  
Units g/cm3 

1.24 

Continuous Operating 
Temperature  
Unit °C 

150 

Tensile Strength  
Units MPa 

80 

Impact Resistance  
Units Charpy KJ/m2 

(Unnotched) 

no break 

Impact Resistance  
Units Charpy KJ/m2 

(Notched) 

4 

Hardness  
Units Rockwell M  

91 

Co - e�cient of Thermal 
Expansion  
Units mm/(mmxK) x 10-6 
avg value 23-60°C 

60 

Dielectric Strength  
Units KV/mm 

30 

Surface Resistivity  
Units Ohms 

>1x1013 

Flammability  
Oxygen Index % 

30 

Flammability  
UL94  

HB 

 
 


